TECHNICAL SPECIFICATION 

Kia Sportage 

Body & Chassis 

Five-seater, 5-door hatchback SUV, with all-steel unitary body-chassis construction.  Choice of three transversely-mounted engines driving the front (or all four) wheels via a five-speed manual gearbox or four-speed automatic transmission.  Choice of two-wheel drive or four-wheel drive drivetrains (depending on model).  Choice of LX or EX equipment and trim levels. 

Engines 

2.0 Gasoline 

Type 


Double-overhead camshafts, four-cylinder, in-line with CVVT 

Capacity 

2.0-litres, 1,975 cc 

Max power

142 ps (104 KW) @ 6,000 rpm 

Max torque 

18.8 kgm (184 Nm) @ 4,500 rpm 

Compression ratio
10.1 to 1 

Bore & Stroke 

82.0 x 93.5 mm 

Valve operation

Continuously variable valve timing 

Valve system

DOHC, 16 valves (2 intake, 2 exhaust per cylinder) 

Fuel system 

Electronic multi-point injection 

Oil capacity

4.0 litres 

Materials

Iron block, aluminium cylinder head 

Exhaust

Single tail pipe 

Emission controls
Closed loop, three-way catalytic converter 

2.7 Gasoline 

Type 


Quad-camshafts, six-cylinder, in V layout 

Capacity 
 
2.7-litres, 2,656 cc 

Max power

175 ps (129 KW) @ 6,000 rpm 

Max torque 

24.6 kgm (241 Nm) @ 4,000 rpm 

Compression ratio
10.0 to 1

Bore & Stroke 

86.7 x 75.0 mm 

Valve system

DOHC per bank, 24 valves (2 intake, 2 exhaust per cylinder) 

Fuel system 

Electronic multi-point injection 

Oil capacity

4.5 litres 

Materials 

Aluminium block and cylinder head 

Exhaust

Twin tail pipes

Emission controls
Closed loop, three-way catalytic converter 

2.0 CRDi Diesel 

Type 


Single-overhead camshaft, four-cylinder, in-line, turbocharged 

Capacity
 
2.0-litres, 1,991 cc 

Max power

112 ps (82.4 KW) @ 4,000 rpm 

Max torque 

25.0 kgm (245.2 Nm) @ 1,800 – 2,500 rpm 

Compression ratio
17.7 to 1 

Bore & Stroke 

83.0 x 92.0 mm 

Valve system

SOHC, 16 valves (2 intake, 2 exhaust per cylinder) 

Fuel system 

Common-rail, high pressure, direct injection 

Oil capacity

5.4 litres 

Materials 

Cast iron block and aluminium cylinder heads 

Exhaust 

Twin tail pipes 

Emission controls
Closed loop, catalytic converter 

Transmissions 
2.0

2.7

2.0 CRDi 

Manual 


5-sp

----

5-sp 

Automatic 

---- 

4-sp 

4-sp 

Gear Ratios

2.0

2.7

2.0 CRDi 

Manual models 


1


3.636

----

3.636 

2


2.056

----

2.056 

3


1.333

----

1.296 

4


1.061

----

0.943 

5


0.821

----

0.698 

Reverse 

3.455

----

3.455 

Final drive 

4.533

----

4.333 

Automatic models 

1


---- 

2.842 

2.842 

2


---- 

1.529 

1.529 

3


---- 

1.000 

1.000 

4


---- 

0.712 

0.712 

Reverse 

---- 

2.480

2.480 

Final drive 

---- 

4.407

4.042 

Drivetrains  

Type 
Kia /Borg Warner ‘torque-on-demand’ which transfers torque to the rear wheels whenever the front wheels lose traction.  Driver selectable permanent four-wheel drive operates up to 30 kph (19 mph).  

Availability 

2.0 M

2.7 A

2.0 CRDi M
2.0 CRDi A 

Two-wheel drive 
S

----

S

----

Four-wheel drive 
S

S

S

S 

Suspension & Damping 

Front 
Fully independent by MacPherson Struts, with coil springs and gas-filled shock absorbers. 25 mm anti-roll bar. 
Rear 
Multi-link system with coil springs and gas-filled shock absorbers. 

25 mm anti-roll bar. 
Steering 

Type 
 

Power-assisted rack and pinion

Ratio


16.1 to 1 

Gearing 

3.06 turns lock-to-lock 

Turning circle

5.4 metres 

Brakes 

Power 


Tandem, 225 mm & 200 mm vacuum servo booster 

Front 


280 mm x 26 mm ventilated discs

Rear 


284 mm x 10 mm (4WD) / 262 mm x 10 mm (2WD) solid discs 

Aids


4-Channel ABS anti-lock with EBD (electronic brake force distribution) 

Parking Brake 

190 mm (4WD) or 168 mm (2WD) drum on rear axle 

Wheels & Tyres 


Type 


Alloy, 16 x 6.5J inch 

Type 


215/65 R16 tyres (235/60 R16 option) 
Spare 


Steel space saver, with T155/90 R16 tyre 

Dimensions


Exterior 

Overall length 

4350 mm  

Overall width

1800 mm  

Overall height  

1695 mm  

Wheelbase 

2630 mm  

Front track 

1540 mm 

Rear track 

1540 mm 

Front overhang 

880 mm 

Rear overhang

840 mm 

Ground clearance 
195 mm 

Approach angle 
28.8 degrees 

Departure angle 
28.9 degrees 

Ramp over angle 
18.8 degrees 

Interior 


Front

Rear 

Headroom

1033 mm
1000 mm 

Legroom

1070 mm
945 mm 

Shoulder room

1440 mm
1430 mm 

Hip room

1386 mm 
1388 mm 

Capacities 

2.0 M

2.7 A

2.0 CRDi M
2.0 CRDi A 

Fuel tank 

58 litres 
65 litres 
58 litres 
58 litres 

Fuel type

95 Ron 

95 Ron 

Diesel 

Diesel 

Luggage capacity 
667 litres (SAE method), to window all seats upright 

Luggage capacity 
1886 litres (SAE method), to window all rear seats folded flat 

Weights 

2WD 

Kerb weight 

1467 kg

----

1531 kg

---- 

Maximum weight
2050 kg

----

2120 kg

----

Max trailer weight 
500 (unbraked) / 1400 (braked) 

4WD 

Kerb weight 

1548 kg 
1595 kg

1612 kg

1628 kg 

Maximum weight 
2140 kg 
2170 kg 
2210 kg

2210 kgtbc 

Max trailer weight 
750 (unbraked) / 1600 (braked) 

Fuel Consumption (l/100 km)


2WD

Urban 


10.4 

----

9.1

---- 

Ex-urban 

6.6

----

5.8

---- 

Combined 

8.0 

---- 

7.0 

----   

CO2 rating, g/km
190

----

184 

---- 

Emission class *
Euro 4 

---- 

Euro 4 

---- 

4WD

Urban 


10.6 

13.2

9.2

10.1 

Ex-urban 

6.8

8.2

5.9

6.7 

Combined 

8.2 

10.0 

7.1  

8.0 

CO2 rating, g/km
194 

237

187  

210 

Emission class *
Euro 4 

Euro 4

Euro 4 

Euro 4

* in most European countries 

Performance 

2.0 M

2.7 A

2.0 CDRi M
2.0 CRDi A 

2WD

0 to 100 kph

10.4 sec
---- 
 
13.1 sec 
----  

Top speed / kph 
179

---- 

168

----  

Braking from 100 kph
40.5 metres 

4WD

0 to 100 kph

11.3 sec
10.5 sec 
13.8 sec 
16.1 sec  

Top speed / kph 
176

180

168

162 

Braking from 100 kph
40.5 metres 

- ends - 




























